
PURUS Heavy Duty Nitrite-Free Extended life Antifreeze/Coolant is a premium quality,
organic Acid Technology (OAT), ethylene glycol-based fluid. Specially formulated with advanced additive technology, 
this product provides extended service maintenance protection in heavy duty applications without the addition of SCAs, 
and meets nitrite-free coolant requirements of many industry-leading OEMs.

PURUS Heavy Duty Nitrite-Free Extended life Antifreeze/Coolant is purpose built to 
meet these industry drivers and challenges: 

• Increasing demand for nitrite-free coolants by leading OEMs 

• Need for reduced maintenance in heavy-duty cooling systems 

• Requirement for environmentally safer, phosphate- and silicate-free formulas

• Demand for long-life corrosion protection and shift towards OAT coolants

PURUS® HEAVY DUTY NITRITE-FREE  
EXTENDED LIFE ANTIFREEZE/COOLANT

PERFORMANCE BENEFITS

DESCRIPTION

INDUSTRY DRIVERS PURUS SUPPORTING TECHNOLOGY PURUS BENEFITS 
PERFORMANCE ADVANTAGES

Increasing demand for nitrite-free coolants 
by leading OEM Manufactures

Organic Acid Technology (OAT) Extended service life: 1,000,000 miles (on-
road) or 20,000 hours (off-road)

Need for reduced maintenance in heavy-duty 
cooling systems

Advanced additive technology No SCAs required (maintenance-free)

Requirement for environmentally safer, 
phosphate- and silicate-free formulas

Ethylene glycol–based premium formulation Excellent wet sleeve liner cavitation 
protection

Demand for long-life corrosion protection and 
shift towards OAT coolants

PURUS Additive Technology
• Nitrite-free, phosphate-free, silicate-free, amine-free, 

borate-free chemistry

Extended corrosion protection for steel, 
solder, copper, iron, brass, and aluminum, 

while maintaining a formula non-harmful to 
hoses, plastics, and gaskets.
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APPLICATIONS

TYPICAL PROPERTIES*

Recommended for use in:
ASTM D3306
ASTM D6210
BS 6580:2010
CAT EC-1
CES 14439
CES 14636
CNH MAT 3620 Grade EG3/EG4
CNH MAT 3624
Cummins CES 14603

Daimler DBL 7700.30
Detroit Diesel 93K217
Detroit Diesel 7SE298
Deutz H 0685-7: Class DQC CB-14
GE Jenbacher 1000-201
John Deere JDM H24C
John Deere JDS-G135
Komatsu KES 07 892
MAN 324 Type SNF

MAXXFORCE
MB BB00.40-P-0310-01A, 325.3/326.3
MTU MTL 5048
MWM Deutz TR0199-99-1115
MWM Deutz TR0199-99-2091
Navistar CEMS B-1 Type IIIA
Navistar MPAPS B-1 Type IIIA
Volvo Coolant VCS: 20774185

Catagory Concentrate 50/50

Fluid Color Red Red

Density @ 68ºF (lb/gal) 9.3 8.9

pH (50% solution) 8.3 8.3

Maintenance Interval (miles/hr) 300,000 (6,000) 300,000 (6,000)

Coolant Lifetime (miles/hr) 1,000,000 (20,000) 1,000,000 (20,000)

Product Bulk Tote Drum Case Product Bulk Tote Drum Case
Concentrate 17288 PHD57288 PHD17288 PHD00651 Pre-Mix 50/50 17351 PHD57351 PHD17351 PHD00647

*Due to continual product research and development, the information contained herein is based on products purchased in the U.S. and subject to change without notification.  Typical 
properties may vary slightly.

This data sheet and the information it contains is believed to be accurate as of the date of printing. However, no warranty or representation, express or implied, is made as to its 
accuracy or completeness. Data provided is based on standard tests under laboratory conditions and is given as a guide only.  Users are advised to ensure that they refer to the latest 

version of this data sheet. It is the responsibility of the user to evaluate and use products safely, to assess suitability for the intended application and to comply with all applicable laws 
and regulations. Safety Data Sheets are available for all of our products and should be consulted for appropriate information regarding storage, safe handling, and disposal of the 

product. No responsibility is taken by either AIOD or its affiliates for any damage or injury resulting from abnormal use of the material, from any failure to adhere to recommendations, or 
from hazards inherent in the nature of the material. All products, services and information supplied are provided under our standard conditions of sale. You should consult your local 

AIOD Distributor if you require any further information.

To maintain the protection provided by Purus Heavy Duty Nitrite-Free Extended Life Antifreeze/Coolant, the proper level of inhibitor must be present. This can be achieved by 
topping off the cooling system with Purus Heavy Duty Nitritie-Free Extended Life Antifreeze/Coolant only when required and maintaining the recommended free protection.
Meets performance requirements but may or may not meet certain chemical requirements. / ± Under standard pressure/ Using a 15 lb. pressure cap in good condition


